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 3X 120° 1.185
30.1

3X
.309 MAX

R7.85 MAX
(SLOTS)

 SHAFT NOM. I.D. 

.925
23.5

.74
R18.8

 
.500
12.7  

3X
.210
5.33

 
.130
3.3  

 60° 

 
1.18 MAX
30 MAX  

 
.560
14.22  

.375
9.53

CROSS
PIN SIZE

 
.132
3.35  

 
.75

19.05 

 
.157 MIN

4 MIN  

 
.012
0.3  

 
1.055
26.8  

 
.945
24  
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NOTES:
1.  CONNECTOR PINS ARE  [.025 x .025] 0.64 x 0.64 
     SQUARE.  THE FOLLOWING MATING CONNECTORS
     CAN BE USED.
           TERMINAL:  POLARIZED LATCHING CONNECTOR, 
                  INSULATION DISPLACEMENT CONTACTS
                  AMP NO. 5-103956-1
           ALTERNATE TERMINAL:
                  MOLEX NO. 14-60-0022
     A LEAD SET WITH MATING CONNECTOR AND
     [15 INCH] 380mm LEADS IS AVAILABLE.   REELL CATALOG
     CODE LS-01-380.
2.  RESISTANCE:  12 VOLTS 60 OHMS AT [68 F] 20 C.
                            24 VOLTS 227 OHMS AT [68 F] 20 C.
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NOTES:

1.  LEADS - [8 INCH] 200mm NO. 24 AWG STRANDED
     WIRE-CROSS LINKED POLYETHYLENE INSULATION
     [.011] 0.28 THICK.   UL 3265 & CSA AWM APPROVED.
    RATED FOR 150 V & 125 C.
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ALL DIMENSIONS REFERENCE 
SEE CAD MODEL FOR UNSPECIFIED FEATURES.
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